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T ANDOF 1. ELECTRIC SERVICE PANELS SHALL BE CONSTRUCTED TO ul. ST 508, = E GROUNDING SYSTEM
CABINET, SHEET ALUMINLA —PARELBOARD INDUSTRIAL CONTROL PANEL, AND CARRY THE BLL. LAREL. ] " I
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i ECT - IN A CONTINUOUS MAMKER AS SHOWN ON THE CABLE PLAN PROVIDED.
| L-FUSE, KLKR 174 A ALL GROUNDING CONDUCTORS SHALL BE BONDED YO WETAL ENCLOSURE
| TRAFFIC SIGNAL HANDHOLE FRAME {HANDHOLE, POST, MAST ARM, CONTROLLER, ETC,. GROUND ROD SHALL BE
- S~ LOCK, HASP CONTROLLER CABINEY 3/8” DIA. x 10°-0" (20mm x 3.0m} LONG. COPPER CLAD. ONE GROUMD ROD
] - L Uy ar COMPRESSION CONNECTOR SHALL BE INSTALLED AT ALL POST FOUNDATIONS, POLE FOUNDATIONS,
FoLE 't‘:DAgTEEg S&?Sgg L,f #%%'mé’, x};vm 10 ANTE-CORROSION COMPOUND ———— CONTROLLER CABINET FOUNDATION AND ELECTRICAL SERVICE INSTALLATION
DIMENSIONS L 6% x W 12° x H 147 | | DISTRICT 1 REQUIREMENTS armoutt A Tt ASSeELIES., DETAIL "A" 45 TNOICATED ON THE CABLE PLAN., IF THERE ARE ANY SPECIAL CONDIYIONS
L U50mm x ¥ (300mmi x H (355mm ~STAINLESS STEEL NUT AND 2 STAINLESS e SUCH AS SUB-SURFACE CONDITIONS OR INSTALLATION PROBLEMS, THE RESIDENT
- NEUTRAL  GROLIND STEEL WASHERS ENGINEER SHALL BE NOTIFIED OR CONTACT YHE BUREAY OF TRAFFIC,
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) SERVICE BY UTILITY CO. IN THE CONTROLLER CABINET.
374" (20mm} GALV. CONDUIT - .~ 2/C (NEUTRAL-WHITE, PHASE-BLACK)
ELECTRICAL SERVICE T0O \. f ¥ o 4. THE CONTRACTOR SHALL PROVIDE A GROUND CABLE WITH CONNECTORS
TRAFFIC SIGNAL CONTROLLER - = Q\¢ & / UL LISTED GROUND BETWEEN THE HANDHOLE COVER AND HANDHOLE FRAME.
(SEE ALL CABLE PLAN, FOR ALL CABLE SIZES) 1/C GROUND (GREEN COLOR CODED} “cmnem s;;gl.?zli ;:Sm:f:&mw?
DETAIL "B” arm e —— — .
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i Ny 1 cnou castes HEAYY-DUTY COMPRESSION TERMINAL 3/4” (200m) HEAVY-DUTY GROUND ROD CLAWP
" A (BURMDY TYPE YCMA OR APPROVED EGUAL!  (BURNDY TYPE GRC OR APPROVED EUAL)
ELECTRIC 107 £3.0m) WAX. HANDHOLES ] T0 CONTROLLER
UTILITY N DOUBLE HANDHOLE NOTES:
ENCLOSURE ELECTRICAL SERVICE NOTES:
(ABOVE OR BELOW SEE PANEL DIAGRAM, ABOVE TO POLE OR ® ALL CLAMPS SHALL BE BRONZE OR COPPER, UL APPROVED.
GROUND) _CONDUIT BUSHINGS POST AS REO'D. ® GROUND CABLE SHALL BE LOOPED OVER HOOKS IM THE HANDMOLES
N @ ) 6.5' (2.0m) SLACK SHALL BE PROVIDED IN SINGLE HANDHOLES
2 ~SEE CABINET BASE, BELOW ¥ WA {3 ¢4.0m OF SLACK SHALL BE PROVIDED IN DOUBLE HANDHOLES.
5 5' (l4m) OF SLACK SHALL BE PROVIDED BETWEEN FRAME AND COVER.
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HEAVY DUTY GROUWD ROD CLAWP,
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